Gas Power Cement Mixer Safety
· Transport and handle fuel only when contained in approved safety container.

· Do not smoke when refueling or during any other fuel handling operation.

· Do not refuel while the engine is running or while it is still hot.

· If fuel is spilled during refueling, wipe it off of the engine immediately and discard the rag in a safe place.
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Do not operate the equipment if fuel or oil leaks exist - repair immediately.

· Never operate this equipment in an explosive atmosphere.

· Avoid contact with hot exhaust systems and engines.

· Allow all components in the engine compartment to cool before performing any service work.

· Never leave mixer unattended while running. 
· Mix only concrete.
· Never perform any work on the mixer while it is running.

· Before working on the mixer, stop the engine and disconnect the spark plug wire(s) to prevent accidental starting. On electric models, disconnect the electric cord at the mixer.
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· Keep hands, clothing and jewelry away from all moving parts.

· Keep all guards in place, including drum guards.

· Never place your hands or any solid object into the drum while the mixer is in operation.

· Starting fluid (ether) is highly flammable, do not use or an explosion or fire may result.

· Never operate unit in a poorly ventilated or enclosed area.

· Avoid prolonged breathing of exhaust gases.

· Engine exhaust fumes can cause sickness or death.

WEAR PROTECTIVE CLOTHINING

· Wear close fitting clothing and safety equipment appropriate to the job.

· Prolonged exposure to loud noise can cause impairment or loss of hearing.

· Wear a suitable hearing protective device such as earmuffs or earplugs to protect against objectionable or uncomfortable loud noises.

· Operating equipment safely requires the full attention of the operator. Do not wear radio or music headphones while operating machine.

PREPARE FOR EMERGENCIES

· Be prepared if a fire starts.

· Keep a first aid kit and fire extinguisher handy.

· Keep emergency numbers for doctors, ambulance service, hospital, and fire department near your telephone.

Eye Protection
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Warning-Towing

· Warning: Do not tow the mixer with the drum in the dump position. Mixer may become unstable and tip over when hitting a curb, pothole, or other obstruction.

· Warning: Always properly attach safety chains before mixer is towed. Maximum towing speed 55 m.p.h. (90 km/hr). Reduce speed according to highway conditions.
· Use safety chains and hitch pins with a safety pin. 
PRACTICE SAFE MAININTENANCE

· Understand service procedure before doing work. Keep area clean and dry.

· Never lubricate service or adjust machine while it is moving. Keep hands, feet, and clothing from power-driven parts. Disengage all power and operate controls to relieve pressure. Lower equipment to the ground. Stop the engine. Remove the key. Allow machine to cool.

· Securely support any machine elements that must be raised for service work.

· Keep all parts in good condition and properly installed. Repair damage immediately. Replace worn rn or broken parts. Remove any buildup of grease, oil, or debris.

· Disconnect battery ground cable (-) before making adjustments on electrical systems or welding on machine.

DISPOSE OF WASTE PROPERLY

· Improperly disposing of waste can threaten the environment and ecology. Potentially harmful waste used with equipment includes such items as oil, fuel, coolant, brake fluid, filters, and batteries.

· Use leak proof containers when draining fluids. Do not use food or beverage containers that may mislead someone into drinking from them.

· Do not pour waste onto the ground, down a drain, or into any water source.

· Inquire on the proper way to recycle or dispose of waste from your local environmental or recycling center.

